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FLOODLIGHTS

Models / Equipment Variations

R2 R4

Product Variations

R2 (E-Series)

R2-SPORT (A-Series)

R4 (E-Series)

R4-SPORT (A-Series)

Accessory

Swivel-mounted bracket

Switchboard

Model Luminous Flux [Im]  Max. Power [W] Current Feed [mA] LEDs
R2 90,000 762 1,850 144
R2-SPORT 125,000 1,015 1,800 192
R4 180,000 1,525 1,850 288
R4-SPORT 250,000 2,030 1,800 384

CONSTANTLY UPDATED DATA:

configurator.ewo.com

— Current feed: up to 1,850 mA, depending on ambient temperature

— Allowed ambient temperature range: -40 to +55 °C

- Lifetime: L90B10 > 60,000 h, SPORT > 30,000 h

- Electronic operating device with DALI2 or Push-Dimm

- Smart Lighting: control modules for different communication standards
available upon request

— Various light distributions for large-area, high bay or street lighting
- Lens made with UV-stabilised polycarbonate, cover in single-pane

safety glass (ESG)

— Luminaire housing in die-cast aluminium

— Bracket made of hot-dip galvanised steel, on request with swivelling bracket

for floor, wall and ceiling mounting

— Finish: polyester powder coating, white aluminium (RAL 9006 / DB 701)

@ IP66 RoHS IKO8

(€ &K

Colour Temperatures

4,000 K

5,700 K

Standard CRI = 70, CRI = 80 upon request

Light Distributions

AGO1

Symmetric Narrow 17°

AGO4
Symmetric Elliptical 17°- 46°

v

EP09-L/R (Tilt 5°)

Asymmetric Extra Forward -
Left/Right

AGO2

Symmetric Medium 32°

K

EPO9-L (Tilt 5°)

Asymmetric Extra Forward - Left

Shape your own light

Combine any light
distributions

AGO3
Symmetric Flood 55°

.

EPO9-R (Tilt 5°)

Asymmetric Extra Forward - Right
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