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Model R4 gen3

FLOODLIGHTSR–System gen3

R2 gen3

32 kg

R4 gen3

48 kg
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 Colour temperature More colour rendering indexes upon request

Neutral white Cool white 

 Light distributions Also available in satiné version (spot optics excluded)

AG04-H

R2–R4

EP09-L/R

EP09-L EP09-R

AG04-V

 
2 Electronic operating device 120–480 V with DALI2, DALI or DMX
3 Allowed ambient temperature range –40 to +55 °C  
4 Various light distributions for large area, high bay or street lighting
5 Lens made from UV-stabilised PC
6 die-cast aluminium, 

7 
 

with a single-pane safety glass cover (ESG)

11	 Colour temperature

12	 Light distributions

Neutral white → 4.000 K
CRI ≥ 70

Cool white → 5.700 K
CRI ≥ 70

More colour rendering indexes upon request

1	 Current feed: up to 1,800 mA, depending on ambient temperature
2	 Electronic operating device 120–480 V with DALI2, DALI or DMX
3	 Allowed ambient temperature range –40 to +55 °C  
4	 Various light distributions for large area, high bay or street lighting
5	 Lens made from UV-stabilised PC
6	 Housing made from die-cast aluminium, with a single-pane safety glass 

cover (ESG)
7	 Bracket made from hot-dip galvanised steel, allowing a tilt range of 

–110° to 65°
8	 Finish: polyester powder coating, silver (RAL 9006/DB 701)

	    IP66 RoHS IK08
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